USER MANUAL
LED 480 RGB 4 SEGMENTS STROBE

Professional lighting

C€



Please read over this manual before operation the light

Channels
5CH | 15CH | 17CH | Function DMX Value | Descriptions
1 | 1 | 1 |Dimger G OFF
5-255 From dark to light
0-4 Off
5-199 Conventional strobe
- E L g 200-239 Pulse strobe
240-255 Random strobe
3 3 3 | RI-R4 0-255 R1-R4 Dimmer
4 4 4 |G1-G4 0-255 G1-G4 Dimmer
5 5 5 |Bl1-B4 0-255 B1-B4 Dimmer
0-4 Off
5=31 Jump change color
| 32-58 Gradual change color
59-85 Marco 1
86-112 Marco 2
* 6 * | Marco 113-139 Marco 3
140-166 Marco 4
167-193 Marco 5
194-220 Marco 6
221-247 Marco 7
248-255 Sound
* T % | Marco speed 0-255 Speed slow—fast
0-29 R
30-59 G
+* 8 ¥ 90-119 RG
; 120-149 RB
Color selection 150-179 GB
180-209 RGB
210-255 Jump_change color
>k 9 % | LED2 Color selection As Above
* 10 % | LED3 Color selection As Above
* 11 * | LED4 Color selection As Above
* 12 % | R Backlight 0-255 R Backlight From dark to bright
* | 13 % |G Backlight 0-255 G Backlight From dark to bright
* 14 % | B Backlight 0-255 B Backlight From dark to bright
0-4 Off
g = | Auvo 5—255 Built—in Programs
% * 6 | Rl Dimmer 0-255 From dark to bright
* * 7 |Gl Dimmer 0-255 From dark to bright
* * 8 | Bl Dimmer 0-255 From dark to bright
% * 9 | R2 Dimmer 0-255 From dark to bright
* * 10 | G2 Dimmer 0-255 From dark to bright
* * 11 | B2 Dimmer 0-255 From dark to bright
* * 12 | R3 Dimmer 0-255 From dark to bright
* * 13 | G3 Dimmer 0-255 From dark to bright
* * 14 | B3 Dimmer 0-255 From dark to bright
* * 15 | R4 Dimmer 0-255 From dark to bright
* * 16 | G4 Dimmer 0-255 From dark to bright
* * 17 | B4 Dimmer 0-255 From dark to bright




Digital Control Menu

Number Menu Project Select Functions
Address
1 CAdde> A. 001-A. 512 DMX Address
Ror o S5LAU Slve
2 ¢ tUnd > Aoto Auto
g Sond Sound
5CH 5CH
3 (Chcznm(;ei Channel | 15CH 15CH (Default)
17CH 17CH
CH. 01 Dimmer
CH. 02 Strobe
CH. 03 Red
CH. 04 Green
CH. 05 Blue
CH. 06 Marco
7 1 CH. 07 Marco Speed
4 ; T:Na ¢ CH. 08 H. 000-H. 255 Marco Colour
CH. 09 Marco Colour
CH. 10 Marco Colour
CH. 11 Marco Colour
CH. 12 Backlight
CH. 13 Backlight
CH. 14 Backlight
CH. 15 Auto
50 (WhiteSW) oN/oFF (Default oFF)
Balance <rEd >Red
< bALA > <9rEE>Green
BLTEL0e 50-255 (Default 255)
5] < TooL >Tool Dmnx Clean oFF OFF
information CCLEA> [oN ON(Default)
Restore oFF OFF
factory
settings oN oN
<dEFC>
Lishting 0000-9999 Using time Chour)
6 Message U. xxx Software version number
S t. xxx TEMP ('C)
7 Reset oFF
<rE5t> oN Whole reset




Voltage: AC110-240V+10%/ 50-60HZ

Power: 150W

Color temperature: 6500-7500K

Lamp bead model: 5050

Luminous color: RGB

Light source life: 50000 hours or more

Dimming: 0-100% linear adjustment.

Features: divided into four zones and can be controlled individually
Number of lamp beads: 480pcsX0.2W SMD lamp beads

Stroboscopic: 1-30Hz conventional stroboscopic, random stroboscopic, pulse
stroboscopic

Control mode: DMX512, master/slave mode, voice control mode, stand-alone mode,
Aoto

Channel: 5/15/17CH

Packing size: 50 * 24 * 18cm



